NODE 1 DOCKING/UNDOCKING LEAK CHECK

CALCULATE NODE 1 PRESSURE CHANGE RATE PRE ORBITER
DOCKING
PCsS Node 1: ECLSS
[NODE 1 ECLSS |

1. Approximately 30 minutes pre Orbiter docking
Record Node 1 Pressure (P1)
Cab_Press: P1 = mmHg

2. Record MET1: /

3. Wait until Orbiter docking complete.
Record Node 1 Pressure (P2)

Cab_Press: P2 = mmHg
4. Record MET2: /
5 DP1=P1-P2= mmHg
6. DMET1 =MET2 - MET1 = min
7. Node Press Change Rate 1 = DP1/DMETL1 = mmHg/min

CALCULATE NODE 1 PRESSURE CHANGE RATE POST ORBITER
DOCKING
8. Approximately 30 minutes post Orbiter docking
Record Node 1 Pressure (P3)
Cab_Press: P3 = mmHg

9. Record MET3: /

10. Wait until Orbiter docking complete.
Record Node 1 Pressure (P4)

Cab_Press: P4 = mmHg
11. Record MET4: /
12. DP2=P3-P4= mmHg
13. DMET2 = MET4 - MET3 = min
14. Node Press Change Rate 2 = DP2/DMET2 = mmHg/min

ASSESS CHANGE IN NODE 1 PRESSURE CHANGE RATE
15. If Node Press Change Rate 2 > Node Press Change Rate 1 + TBD
Execute NODE PRESS HI/LOW procedure.
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